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WORLD CLASS EQUIPMENT

Global 121510 CMMS

Brown & Sharpe of LSA
Imparted from USA

Starragteckert CWK630

Setsof Horizonta Machining Canter
Imparted form Germany’

KLINGELNBERG P65
mortadian Germeny

KUMNGELMBERG H35

Full-sutomatic CNC Grinder
Impartad from Garmany
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DUTY TABLE - GEARED MACHINE MODELS

SPEED
PERSON| kg —~M/S| 0.5 0.75 1 1.5 1.75 2
6 450
SGD10
8 600 SGD11 | SGD20
C
A 10 750 SGD20
P
A 12 900 SGD30
¢ B4 1050 SGD30
T
v 15 1125
18 1350
SGD40
22 1600
33 2500 SGD50

TORIN DRIVE GEARED MACHINE STANDARD

(No Extra Cost)

. Torin Drive geared machine Part Number illustration

Example:
SGD10 - 5 1PO - 8mm - HV
Model# Capacity Speed Rope Dia Voltage
(500kg) (1M/S) HV=380V
Lv=220V

. All geared machines are designed for 180 starts per hour at 40% duty cycle and 1:1

roping

. All machines are designed with counter weight ratio of between 45% to 50%.

4. Standard geared machines are all Right Hand machines. Left hand arrangement is

© 00 N O

available as an option at extra cost except for SGD50 machines.

power source need to be special ordered by contacting Torin Drive sales representative.

. All VVVF machines include encoders.

. All machine grooves are U shape groove. Only use metric rope size grooves.
. Standard machines come with both 380V and 220V

. All machines come with a copy of operation manual attached to the machine.

Standard machines are all VVVF control machines. AC2 machines with 50HZ and 60Hz
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HOW TO SELECT YOUR MACHINE

SGD10
SGD11

* select Machine Model <

From Duty Table

SGD20
SGD30

Go To Machine Model Page, <

Review Detailed Specs
And select Part Number »

N
SGD40
SGD50

Reriew Your Options

A
MACHINE
OPTIONS

Fill out and Send Order Form

A
ORDER
FORM
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SGD10

Geared Traction Machine
Maximum Full Load Mass: 2,800 KG

Brake Coils: 110VDC/1A for 500Kg Capacity
220VAC/1.2A/0.6A for 630Kg Capacity

Estimated Weight: 285 KG

Feature: Can be installed both horizontally and vertically

Great for MRL application, remote manual brake release available

Dimensions in mm |
I
190 | - 018
] &
E T X
T @4:.;:_- — -
===y
| =
S
Q
>
o
i 2
280
340
415
ol o
ol N
—| N
100

Dimensions of Mounting Holes

Capacity Speed Motor Pole Gear Ratio Power Source Current Motor Speed Sheave Spec (mm)

Part Number (KG) (M/s) (KW) (VAC) (A) (RPM) Dia__ Rope# o Pitch

SGD10-50P5-8mm-HV 500 0.50 3.5 4 51:1 380 7.3 1433 340 6 8 12
SGD10-50P5-8mm-LV 500 0.50 3.5 4 51:1 220 12.6 1433 340 6 8
SGD10-50P7-8mm-HV 500 0.75 5.5 4 51:2 380 1.2 1075 340 6 8
SGD10-50P7-8mm-LV 500 0.75 5.5 4 51:2 220 19.4 1075 340 6 8
SGD10-51P0-8mm-HV 500 1.00 5.5 4 51:2 380 1.2 1433 340 6 8
SGD10-51P0-8mm-LV 500 1.00 5.5 4 51:2 220 19.4 1433 340 6 8
SGD10-60P7-8mm-HV 630 0.75 7.5 4 51:2 380 15.2 1075 340 6 8
SGD10-60P7-8mm-LV 630 0.75 7.5 4 51:2 220 26.3 1075 340 6 8
SGD10-61P0-8mm-HV 630 1.00 7.5 4 51:2 380 15.2 1433 340 6 8
SGD10-61P0-8mm-LV 630 1.00 7.5 4 51:2 220 26.3 1433 340 6 8

Data are subject to change without prior notice.
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SGD11

Geared Traction Machine

Maximum Full Load Mass: 3,500 Kg
Brake Coils: 110VDC/1A
Estimated Weight: 380 Kg

Dimensions in mm
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Part Number Capacity Speed Motor Pole Gear Ratio Power Source Current Motor Speed Sheave Spec (mm)
(KG) (M/s) (KW) (VAC) (A) (RPM) Dia__ Rope# & Pitch
SGD11-61P5-12mm-HV 630 1.5 9 4 47:2 380 18.0 1403 480 4 12 18
SGD11-61P5-12mm-LV 630 1.5 9 4 47:2 220 31.2 1403 480 4 18

Data are subject to change without prior notice.
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SGD20

Geared Traction Machine

Maximum Full Load Mass: 4,500 KG
Brake Coils: 110VDC/1A
Estimated Weight: 625 KG

Dimensions in mm
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Dimensions of Mounting Holes
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Capacity Speed Motor Pole Gear Ratio Power Source Current Motor Speed Sheave Spec (mm)

Part Number

(KG) (M/s) (KW) (VAC) (A) (RPM) Dia Rope# o  Pitch
SGD20-80P7-13mm-HV 800 0.75 9 4 41:1 380 18.5 1109 530 4 13 20
SGD20-80P7-13mm-LV 800 0.75 9 4 41:1 220 32.0 1109 530 4 13 20
SGD20-81P0-13mm-HV 800 1.00 9 4 41:1 380 18.5 1478 530 4 13 20
SGD20-81P0-13mm-LV 800 1.00 9 4 41:1 220 32.0 1478 530 4 13 20
SGD20-81P5-13mm-HV 800 1.50 11 4 53:2 380 23.0 1433 530 4 13 20
SGD20-81P5-13mm-LV 800 1.50 11 4 53:2 220 39.8 1433 530 4 13 20
SGD20-81P7-13mm-HV 800 1.75 15 4 47:2 380 30.0 1483 530 4 13 20
SGD20-81P7-13mm-LV 800 1.75 15 4 47:2 220 52.0 1483 530 4 13 20

Data are subject to change without prior notice.
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GD30

Geared Traction Machine
Maximum Full Load Mass: 7,500 Kg

Brake Coils: 110VDC/2A
Estimated Weight: 860 Kg
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Capacity Speed Motor Pole Gear Ratio Power Source Current Motor Speed Sheave Spec (mm)

Part Number (KG) (Ws) (KW) (VAC) ) (RPM) Dia _ Rope# o Pitch

SGD30-110P5-13mm-HV 1,150 0.50 7.5 6 61:1 380 16.9 955 610 5 13 20
SGD30-110P5-13mm-LV 1,150 0.50 7.5 6 61:1 220 29.3 955 610 5 13 20
SGD30-110P7-13mm-HV 1,150 0.75 1 6 61:2 380 24.0 717 610 5 13 20
SGD30-110P7-13mm-LV 1,150 0.75 1 6 61:2 220 41.6 717 610 5 13 20
SGD30-111P0-13mm-HV 1,150 1.00 11 6 61:2 380 24.0 955 610 5 13 20
SGD30-111P0-13mm-LV 1,150 1.00 11 6 61:2 220 41.6 955 610 5 13 20
SGD30-111P2-13mm-HV 1,150 1.25 15 6 49:2 380 31.4 959 610 5 13 20
SGD30-111P2-13mm-LV 1,150 1.25 15 6 49:2 220 54.4 959 610 5 13 20
SGD30-111P5-13mm-HV 1,150 1.50 18.5 4 61;2 380 34.2 1345 650 6 13 20
SGD30-111P5-13mm-LV 1,150 1.50 18.5 4 61;2 220 59.2 1345 650 6 13 20
SGD30-111P7-13mm-HV 1,150 1.75 18.5 4 55:2 380 34.2 1415 650 6 13 20
SGD30-111P7-13mm-LV 1,150 1.75 18.5 4 55:2 220 59.2 1415 650 6 13 20
SGD30-112P0-13mm-HV 1,150 2.00 22 4 49:2 380 40.5 1440 650 6 13 20
SGD30-112P0-13mm-LV 1,150 2.00 22 4 49:2 220 70.1 1440 650 6 13 20

Data are subject to change without prior notice.
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SGDA40

Geared Traction Machine

Maximum Full Load Mass: 11,000 KG
Brake Coils: 110VDC/2A
Estimated Weight: 900 KG

Dimensions in mm
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Part Number Capacity Speed Motor Pole Gear Ratio Power Source Current Motor Speed Sheave Spec (mm)
(KG) (M/S) (KW) (VAC) (A) (RPM) Dia _Rope# &  Pitch

SGD40-130P5-13mm-HV 1,350 0.50 11 6 61:1 380 24.0 897 650 6 13 20
SGD40-130P5-13mm-LV 1,350 0.50 11 6 61:1 220 41.6 897 650 6 13 20
SGD40-130P7-13mm-HV 1,350 0.75 15 6 61:2 380 31.4 672 650 6 13 20
SGD40-130P7-13mm-LV 1,350 0.75 15 6 61:2 220 54.4 672 650 6 13 20
SGD40-131P0-13mm-HV 1,350 1.00 15 6 61:2 380 31.4 897 650 6 13 20
SGD40-131P0-13mm-LV 1,350 1.00 15 6 61:2 220 54.4 897 650 6 13 20
SGD40-131P5-13mm-HV 1,350 1.50 22 4 61:2 380 40.5 1345 650 8 13 20
SGD40-131P5-13mm-LV 1,350 1.50 22 4 61:2 220 70.1 1345 650 8 13 20
SGD40-131P7-13mm-HV 1,350 1.75 22 4 55:2 380 40.5 1415 650 8 13 20
SGD40-131P7-13mm-LV 1,350 1.75 22 4 55:2 220 70.1 1415 650 8 13 20
SGD40-132P0-13mm-HV 1,350 2.00 26 4 49:2 380 49.0 1440 650 8 13 20
SGD40-132P0-13mm-LV 1,350 2.00 26 4 49:2 220 84.9 1440 650 8 13 20
SGD40-160P5-13mm-HV 1,600 0.50 11 6 61:1 380 24.0 897 650 8 13 20
SGD40-160P5-13mm-LV 1,600 0.50 1 6 61:1 220 41.6 897 650 8 13 20
SGD40-160P7-13mm-HV 1,600 0.75 18.5 6 61:2 380 38.0 672 650 8 13 20
SGD40-160P7-13mm-LV 1,600 0.75 18.5 6 61:2 220 65.8 672 650 8 13 20
SGD40-161P0-13mm-HV 1,600 1.00 18.5 6 61:2 380 38.0 897 650 8 13 20
SGD40-161P0-13mm-LV 1,600 1.00 18.5 6 61:2 220 65.8 897 650 8 13 20
SGD40-161P5-13mm-HV 1,600 1.50 26 4 61:2 380 49.0 1345 650 8 13 20
SGD40-161P5-13mm-LV 1,600 1.50 26 4 61:2 220 84.9 1345 650 8 13 20
SGD40-161P7-13mm-HV 1,600 1.75 26 4 55:2 380 49.0 1415 650 8 13 20
SGD40-161P7-13mm-LV 1,600 1.75 26 4 55:2 220 84.9 1415 650 8 13 20
SGD40-162P0-13mm-HV 1,600 2.00 30 4 49:2 380 57.0 1440 650 8 13 20
SGD40-162P0-13mm-LV 1,600 2.00 30 4 49:2 220 98.7 1440 650 8 13 20

Data are subject to change without prior notice.
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SGDS50

Geared Traction Machine
Maximum Full Load Mass: 12,500 Kg

Brake Coils: 110VDC/2.2A
Estimated Weight: 1,450 Kg
Dimensions in mm ) 500
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Part Number Capacity Speed Motor Pole Gear Ratio Power Source Current Motor Speed Sheave Spec (mm)
(KG) (MiS)  (KW) (VAC) ) (RPM) Dia Rope# o Pitch
SGD50-250P5-16mm-HV 2,500 0.50 15 6 69:1 380 31.4 942 700 8 16 25
SGD50-250P5-16mm-LV 2,500 0.50 15 6 69:1 220 54.4 942 700 8 16 25
SGD50-250P7-16mm-HV 2,500 0.75 26 4 61:1 380 49.0 1093 800 8 16 25
SGD50-250P7-16mm-LV 2,500 0.75 26 4 61:1 220 84.9 1093 800 8 16 25
SGD50-251P0-16mm-HV 2,500 1.00 26 4 61:1 380 49.0 1457 800 8 16 25
SGD50-251P0-16mm-LV 2,500 1.00 26 4 61:1 220 84.9 1457 800 8 16 25
SGD50-251P5-16mm-HV 2,500 1.50 37 4 69:2 380 69.0 1413 700 8 16 25
SGD50-251P5-16mm-LV 2,500 1.50 37 4 69:2 220 119.5 1413 700 8 16 25
SGD50-251P7-16mm-HV 2,500 1.75 45 4 69:2 380 84.0 1442 800 8 16 25
SGD50-251P7-16mm-LV 2,500 1.75 45 4 69:2 220 145.5 1442 800 8 16 25
SGD50-252P0-16mm-HV 2,500 2.00 45 4 61:2 380 84.0 1457 800 8 16 25
SGD50-252P0-16mm-LV 2,500 2.00 45 4 61:2 220 145.5 1457 800 8 16 285

Data are subject to change without prior notice.



NDRIVE

RNATIONAL

MACHINE OPTIONS

Right Hand Left Hand
(Standard) (Option at Extra Cost)

or

Need To Order Deflector Sheave?
Please Specify L1, L2 And L3 When Ordering.

M
! Model D d B (od E
| ode (mm) (mm) (mm) (mm) (mm)

L3 | L3 DSV-SGD10 400 60 78 84 50
| DSV-SGD11 480 60 110 110 50

b 2 DSV-SGD20 520 60 100 100 50

- — - —e — - —= &
| DSV-SGD30 520 60 136 140 50
| DSV-SGD40 520 75 172 210 65
| DSV-SGD50 640 90 200 200 80
]
]

L2

L1

Need Remote Manual Brake Release?
(Only Available For SGD10)

You Can Choose To Buy Machine
Without Encoder And Get a Credit
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MACHINE ORDER FORM

Please feel free to make copies of this form for order and inquiry use

Customer Name Order/Inquiry Date

Please email or fax the form to your sales representative

Options
Remote Brake |Without :
Sr. Part Number Left Hand | Deflector Sheave (mm) Release* |Encoder Quantity
Jtoselect| L1 L2 L3 J to select g%lect
1
2
3
4
5
6 wewn
=z
7 o
O
<0
8 =0
9 |
10
=
Special Requirement on the Order ag
() LL

Note:
*Remote Brake Release is only available for SGD10 machine.
*Standard production lead time is 30 days.
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GEARED MACHINE GROOVE PROFILE
(Single Wrap)

0.5x45°

Max.R2
Min.R0.8

Rope 5 '}/ BZU RZR TZR
(mm) (mm) (mm) (mm)
8 90 30 5.66 4 9.5
9.3 90 35 6.56 4.65 12.5
10 95 30 7.37 5 12.5
1 95 30 8.11 5.5 12.5
12 95 30 8.85 6 12.5
13 96.5 30 9.70 6.5 12.5
14 95 30 10.32 7 15
16 96.5 30 11.93 8 15

Data are subject to change without prior notice.
User should calculate according to the elevator traction condition and the safety factor of rope.
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JOB LOCATIONS WITH TORIN DRIVE
MACHINES IN OPERATION

The Cosmopolitan Resort Casino, Las Vagas, NV

Project Location

Encore Casino, Las Vagas, NV
Renaissance Bldg. Bradley, IL
Hampton Village Jacksonville, FL
Atwood Village Assisted Living Oklahoma City, OK
Hancock Square, Philadelphia, PA
Heiser Insurance, Peoria, IL
739 SW 10th Ave Portland, OR
MCG Health Augusta, GA
ATA Capitol Hill Washinton DC
288 Bushwick Ave. Brooklyn, NY
Commodore Murray Office Bldg. Norfolk, VA
Wilkerson Stadium Rockwell, TX
The Vintage Austin, TX
Village Gardener PH1, Miami, FL
The Hospital Jackson, TN
National Cave & Karst Carlsbad, NM
UIC College of Medicine Rockford, IL
The Gleason Charlottesville, VA
Sandoval 10 ADM Bernalillo, NM

And Many More ...
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Torin Drive International

1661 International Drive, Suite 400,
Memphis, Tn 38120

USA

Tel: (1)901 818-3254

Fax: (1)901 818-3264
Info@torindriveintl.com
www.torindriveintl.com

Torin Drive Do Brasil LTDA
Rua Olimpiadas, 205 —4 o Andar
Sao Paulo —SP

Brasil

CEP: 04551 —-000

Tel: (55)113728-9210

Fax: (55)113728-9201
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